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HMI LA GI

HMI (Man hinh HMI) Ia tir viét tat cua cum tir tiéng anh
“Human Machine Interface”, dugc dich 1a “giao di¢n
nguoi & may”. HMI la mét giao dién (man hinh) co chirc
nang hién thi va diéu khién nham muyc dich gitp nguoi
van hanh c6 thé d& dang kiém soét cac thiét thi va may
mac.

% Ung dung HMI

« Cobng nghiép san xuat, ché tao may, nang cap hé théng va may mac tu dong
« San xuat, nang cap cac day chuyén tu dong hoa cong nghiép

« Tu dong hoa toa nha, diéu khién, quan ly, giam sat BMS, HAVC, BTS,..

« Cong nghé diéu khién bom cong nghiép, xir 1y nudec, nudc thai

« Quan ly, giam sat nang lwong dién, dau, khi, gas,..

e Nha théng minh (smart home)

« Quan trac moi truong: hién thi, theo ddi, thu thap di liéu va giam sat tir xa
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HMI thuong dugc dung giam sat va diéu khién

Vi tri HMI thuong dugce dat ¢ ngoai vo ta dién
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So lwgc vé HMI Proface
1. GP4000 Series

Pay la dong mai cao cap hién nay

2. GP4000M

La dong méi ra doi cta pro-face hién thi rd rang ,hoat dong don gidn va nang cao stc manh
canh tranh cua Proface so v&i cac hang khac.
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3. GP3000 Series

két ndi duoc vaoi hon 600 loai PLC va bo diéu khién.

AGP3000 két ndi duoc véi cac thiét bi doc ma vach (Barcode Readers), may in
thong qua cong USB.

Ngoai ra con cac dong series : GP2000 Series, ST400 Series, LT Series, GLC Series....
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HMI SCHNEIDER SERIES ET6000

©

% Tang cuong an ninh mang:

o Can tai khoan admin phan mém mai tai

#  MAN HINH CO 16 TRIEU MAU chwong trinh tir HMI xudng.
Siemens KTP700, ABB CP607 = 64 nghin mau o Thuc hién kiém tra bao mat khi khoi dong.
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% Pa dang cac két ni truyén théng

% Bo nhd Ién, cho phép luu nhiéu
hinh anh minh hoa= 64MB

Dong ET6000 chia lam 4 dong san phdm theo kich thuedc: 77, 107, 127 va 15”
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PFXET6400WAD
7 inch = 18 cm
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Dimensions



A

enhance your value

PFXET6600WAD
12 inch= 30 cm

= pas e

(©)

310.5

12.22

232.5
9.15

A. Front
B. Left
C. Bottom

PFXET6700WAD
15 inch = 38 cm

(A)

£

50
1.97| 8
0.31

(B)

@ i

A. Front
B. Left
C. Bottom

(€)
50
412 1.97] g5
16.22 0.27
o]
D o
]I
(A) (B)
mm
G in



o

enhance your value

Model Numbers

Series Model name Model number
ET6000 Series ET-6400WA PFXET6400WAD
ET-6500WA PFXET6500WAD
ET-6600WA PFXET6600WAD
ET-6700WA PFXET6700WAD

Théng s6 ki thuat man hinh HMI

ET-6400WA and ET-6500WA

ET-6400WA ET-6500WA
Display type TFT Color LCD
Display size 7" Wide 10.1" Wide
Resolution 800 x 480 pixels 1,024 x 600 pixels
Effective display area (W x H) 154.08 x 85.92 mm 222.72 x 125.28 mm
(6.07 x 3.38 in) (8.77 x4.93 in)
Display colors 16 million colors

For details about display colors, refer to the manual of your
screen editing software.

Backlight White LED (Not replaceable. Please contact customer support.)

Backlight service life 50,000 hours or more (continuous operation at 25 °C [77 °F]
before backlight brightness decreases to 25%)

Brightness control 16 levels (Adjusted with touch panel or software)

ET-6600WA and ET-6700WA

ET-6600WA ET-6700WA
Display type TFT Color LCD
Display size 12.1" Wide 15.6" Wide
Resolution 1,280 x 800 pixels 1,366 x 768 pixels
Effective display area (W x H) 261.12x 163.2 mm 344.23 x 193.54 mm
(10.28 x6.43in) (13.55x 7.62in)
Display colors 16 million colors

For details about display colors, refer to the manual of your
screen editing software.

Backlight White LED (Not replaceable. Please contact customer support.)

Backlight service life 50,000 hours or more (continuous operation at 25 °C [77 °F]
before backlight brightness decreases to 25%)

Brightness control 16 levels (Adjusted with touch panel or software)
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Théng s6 ky thuat dién

Rated input voltage 24 Vdc

Input voltage limits 19.2...28.8 Vdc
Voltage drop (at rated input 5 ms or less
voltage)

Power consumption ET-6400WA: 9 W

ET-6500WA: 11 W
ET-6600WA: 14 W
ET-6700WA: 18.5 W

In-rush current 30 Aorless

Noise immunity Noise voltage: 1,000 Vp-p
Pulse duration: 1 ps
Rise time: 1 ns (via noise simulator)

Dielectric strength 1,000 Vac for 1 minute (between power terminal and FG terminal)
Insulation resistance 500 Vdc, 10 MQ or more (between power terminal and FG
terminals)

Phan mén lap trinh, upload, download chuong trinh cho ET6000
series: GP-Pro EX (mién phi).
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